
NEW YORK LED

IMPERIAL reserves rights to introduce any construction or technical changes in the products.
Wattage of products may vary due to constant LED efficacy improvements.

Pendent LED luminaire. Body is made of steel and aluminium and is available in all RAL 
colours. Light source - Philips, Osram or Tridonic LED module. Standard EVG ballast, DALI 
or Touch Dali version on request. 1,5 meter suspension set in standard.

* Different lumen output or wattage available on request.
* System power consumption (LED module & driver) depends on components used. Contact us 
for detailed information. 
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With integrated AC driver

005286.1100/830 1100 lm 12 W 3000 K Ra > 80 50,000 h 5,50 kg

005286.1100/840 1100 lm 12 W 4000 K Ra > 80 50,000 h 5,50 kg

005286.2000/830 2000 lm 28 W 3000 K Ra > 80 50,000 h 5,50 kg

005286.2000/840 2000 lm 26 W 4000 K Ra > 80 50,000 h 5,50 kg

005286.3000/830 3000 lm 43 W 3000 K Ra > 80 50,000 h 5,50 kg

005286.3000/840 3000 lm 39 W 4000 K Ra > 80 50,000 h 5,50 kg

With AC/DC driver

003457.1100/830 1100 lm 12 W 3000 K Ra > 80 50,000 h 6,10 kg

003457.1100/840 1100 lm 12 W 4000 K Ra > 80 50,000 h 6,10 kg

003457.2000/830 2000 lm 20 W 3000 K Ra > 80 50,000 h 6,10 kg

003457.2000/840 2000 lm 20 W 4000 K Ra > 80 50,000 h 6,10 kg

003457.3000/830 3000 lm 30 W 3000 K Ra > 80 50,000 h 6,10 kg

003457.3000/840 3000 lm 30 W 4000 K Ra > 80 50,000 h 6,10 kg

PASSIVE

IP20 230 V
50 Hz


